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METHODS, SYSTEMS, AND PRODUCTS FOR
NETWORK TOPOLOGY

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 14/281,929 filed May 20, 2014 and since issued as U.S.
Pat.No. 8,976,709, which was a divisional of U.S. application
Ser. No. 13/163,844 filed Jun. 20, 2011 and since issued as
U.S. Pat. No. 8,767,586, with both applications incorporated
herein by reference in their entireties.

BACKGROUND

Exemplary embodiments generally relate to data process-
ing and operator interfaces, to error detection/correction and
fault detection/recovery, and to electrical computers and,
more particularly, to graphical or iconic-based interfaces, to
network path component faults, to computer network moni-
toring, and to diagnostic testing of local area networks.

Home networks are increasingly complex. Home networks
include many diverse devices of different manufactures,
types, and configurations. Home networks may also include
wired and wireless links to these diverse devices. This com-
plexity makes diagnosis and repair increasingly difficult.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

The features, aspects, and advantages of the exemplary
embodiments are better understood when the following
Detailed Description is read with reference to the accompa-
nying drawings, wherein:

FIG.11s asimplified schematic illustrating a graphical user
interface, according to exemplary embodiments;

FIG. 2 is a schematic illustrating an environment in which
exemplary embodiments may be implemented;

FIG. 3 is a schematic illustrating automatic discovery of
devices, according to exemplary embodiments;

FIG. 4 is a schematic illustrating automatic diagnosis of a
home network, according to exemplary embodiments;

FIG. 5 is another schematic illustrating the graphical user
interface, according to exemplary embodiments;

FIGS. 6-8 are schematics illustrating bandwidth usage,
according to exemplary embodiments;

FIG. 9 is a schematic illustrating additional testing, accord-
ing to exemplary embodiments;

FIG. 10 is a schematic illustrating remote reporting,
according to exemplary embodiments; and

FIG. 11 is a schematic illustrating local and remote man-
agement of the home network, according to exemplary
embodiments.

DETAILED DESCRIPTION

The exemplary embodiments will now be described more
fully hereinafter with reference to the accompanying draw-
ings. The exemplary embodiments may, however, be embod-
ied in many different forms and should not be construed as
limited to the embodiments set forth herein. These embodi-
ments are provided so that this disclosure will be thorough
and complete and will fully convey the exemplary embodi-
ments to those of ordinary skill in the art. Moreover, all
statements herein reciting embodiments, as well as specific
examples thereof, are intended to encompass both structural
and functional equivalents thereof. Additionally, it is intended
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2

that such equivalents include both currently known equiva-
lents as well as equivalents developed in the future (i.e., any
elements developed that perform the same function, regard-
less of structure).

Thus, for example, it will be appreciated by those of ordi-
nary skill in the art that the diagrams, schematics, illustra-
tions, and the like represent conceptual views or processes
illustrating the exemplary embodiments. The functions of the
various elements shown in the figures may be provided
through the use of dedicated hardware as well as hardware
capable of executing associated software. Those of ordinary
skill in the art further understand that the exemplary hard-
ware, software, processes, methods, and/or operating systems
described herein are for illustrative purposes and, thus, are not
intended to be limited to any particular named manufacturer.

As used herein, the singular forms “a,” “an,” and “the” are
intended to include the plural forms as well, unless expressly
stated otherwise. It will be further understood that the terms
“includes,” “comprises,” “including,” and/or “comprising,”
when used in this specification, specify the presence of stated
features, integers, steps, operations, elements, and/or compo-
nents, but do not preclude the presence or addition of one or
more other features, integers, steps, operations, elements,
components, and/or groups thereof. It will be understood that
when an element is referred to as being “connected” or
“coupled” to another element, it can be directly connected or
coupled to the other element or intervening elements may be
present. Furthermore, “connected” or “coupled” as used
herein may include wirelessly connected or coupled. As used
herein, the term “and/or” includes any and all combinations
of one or more of the associated listed items.

It will also be understood that, although the terms first,
second, etc. may be used herein to describe various elements,
these elements should not be limited by these terms. These
terms are only used to distinguish one element from another.
For example, a first device could be termed a second device,
and, similarly, a second device could be termed a first device
without departing from the teachings of the disclosure.

FIG. 1is asimplified schematic illustrating a graphical user
interface 20, according to exemplary embodiments. The
graphical user interface 20 is a user-friendly operator inter-
face for managing and for diagnosing a home network. The
graphical user interface 20 provides network information and
device information in a simple, easy-to-understand home net-
work management tool. The graphical user interface 20 per-
mits even the most novice users (whether a home customer or
arepair technician) to quickly and easily diagnose and isolate
network and device problems in the home network. As the
user gains more experience and knowledge of the graphical
user interface 20, the user may obtain select options that
provide even more detailed technical information concerning
the home network and/or any devices connected to the home
network.

Before further explaining the graphical user interface 20,
though, FIG. 2 is a schematic illustrating an environment in
which exemplary embodiments may be implemented. FIG. 2
illustrates a residential gateway 22 communicating with a
home network 24 and with a data network 26. The residential
gateway 22 receives high bandwidth service 28 from one or
more content sources 30. The residential gateway 22 distrib-
utes the high bandwidth service 28 to various devices 32 in the
home network 24. The residential gateway 22, for example,
may have an interface to receive high-bandwidth digital sub-
scriber line (or “DSL”) signals. The residential gateway 22
may have a DSL jack for connection to a digital subscriber
line. The residential gateway 22 receives digital subscriber
line signals and an internal interface (such as a DSL modem)
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processes the digital subscriber line signals for distribution to
the home network 24. The residential gateway 22, however,
may additionally or alternatively have inputs and interfaces to
other high-bandwidth services, such as cable signals from a
coaxial cable and an internal interface (such as a cable
modem) to receive and process coaxial cable signals. The
residential gateway 22 may additionally or alternatively have
a satellite antenna terminal for connection to a satellite
antenna to receive digital satellite signals. The residential
gateway 22 may additionally or alternatively have interfaces
to fiber optic lines, the Home Phone Networking Alliance
(“HPNA”), wireless BLUETOOTH® and/or WI-FI® links,
or any other medium or link. These jacks, connections, and
interfaces are all well known and need not be discussed.

The residential gateway 22 may have a processor 40 and
memory 42. The processor 40 executes a network diagnostic
application 44 stored in the memory 42. The network diag-
nostic application 44 is a set of software commands or code
that instruct the processor 40 to automatically discover and
identify the devices 32 physically connected to, and/or wire-
lessly communicating with, the residential gateway 22. The
network diagnostic application 44 queries each device 32 for
configuration and performance (“C&P”) data 50, as later
paragraphs will explain. The network diagnostic application
44 then uses the configuration and performance data 50 to
generate the graphical user interface 20. The network diag-
nostic application 44 may also cause the processor 40 to
reproduce the graphical user interface 20 on a display device
52.

The residential gateway 22 may have Ethernet capabilities.
The residential gateway 22 may have an Ethernet interface to
distribute the high-bandwidth signals to the various devices
32 connected to the residential gateway 22. The residential
gateway 22 may have one or more terminals or jacks that
physically connect to each device 32. The residential gateway
22 may thus operate as a router that forwards data packets to
a destination address in the home network 24. The Ethernet
interface and standard are well known to those of ordinary
skill in the art, so this disclosure need not further discuss
Ethernet capability.

The residential gateway 22 may have wireless capabilities.
Theresidential gateway 22 may include a wireless transceiver
that wirelessly transmits and receives wireless signals via an
antenna. The wireless transceiver, for example, may transmit
and receive wireless signals using the BLUETOOTH® and/
or WI-FI® standards for communicating with wireless
devices 32. The wireless transceiver, however, may utilize
any portion of the electromagnetic spectrum and/or any sig-
naling standard, such as any of the IEEE 802 family of stan-
dards. Wireless capability in residential gateways is well
known to those of ordinary skill in the art, so this disclosure
need not further discuss wireless capability.

The residential gateway 22 may have a telephony interface.
The residential gateway 22, for example, may have a phone
jack or terminal for connection to telephony devices. A Voice-
over Internet Protocol (“VoIP”) phone, for example, may
interface with the residential gateway 22 to receive Voice-
over Internet Protocol signals. Telephony capability in resi-
dential gateways is well known to those of ordinary skill in the
art, so this disclosure need not further discuss telephony capa-
bility.

FIG. 3 is a schematic illustrating automatic discovery of
the devices 32, according to exemplary embodiments. Here
the network diagnostic application 44, executing in the resi-
dential gateway 22, automatically discovers and identifies the
devices 32 physically connected to, and/or wirelessly com-
municating with, the residential gateway 22. The devices 32

25

30

40

45

55

4

may include one or more modems, set-top boxes, digital
video recorders, gaming devices, computers, wireless
devices, phones, plug-and-play devices, home automation
devices, and security devices and sensors. The network diag-
nostic application 44, in short, may automatically discover
and identify any device connected to, and/or wirelessly com-
municating with, the residential gateway 22.

The network diagnostic application 44, for example, may
use the Transmission Control Protocol/Internet Protocol
(TCP/IP) network protocol. The TCP/IP network protocol is
a well-known addressing standard for networking. Each
device 32 is associated with a unique Internet Protocol (“IP”)
address 60 and a logical name 62, which are used to identify
a particular device 32 connected to, or communicating with,
the residential gateway 22. The network diagnostic applica-
tion 44 may store and maintain a device table 64 in the
memory 42 that maps or associates each device 32 to its
corresponding unique IP address 60 and logical name 62. The
network diagnostic application 44 may, alternatively, query
remote locations for the unique IP address 60, the logical
name 62, or the device table 64. Regardless, each device 32
may be dynamically allocated the unique IP address 60 and
the logical name 62. Some devices 32, however, may have a
predefined IP address 60 and/or logical name 62, so the device
table 64 would reflect this predefined information. When the
network diagnostic application 44 detects a new logical name
62, for example, the network diagnostic application 44 may
assign an available, unique Internet Protocol address 60 and
update the device table 64. As each device 32 is added and
removed from the home network 24, the device table 64 is
accordingly updated to reflect the current status or member-
ship of the devices communicating with the residential gate-
way 22.

FIG. 4 is a schematic illustrating automatic diagnosis of the
home network 24, according to exemplary embodiments. The
network diagnostic application 44 queries each device 32 for
the configuration and performance data 50. As FIG. 4 illus-
trates, the network diagnostic application 44 causes the resi-
dential gateway 22 to send a query 70 to each device 32. The
network diagnostic application 44, for example, queries the
device table 64 for the logical name 62 and retrieves the
corresponding unique IP address 60. The network diagnostic
application 44 then instructs the processor 40 to route the
query 70 to the corresponding unique IP address 60. The
query 70 is received by the device 32 at the corresponding
unique [P address 60. The query 70 commands a client-side
diagnostic application 72 operating in the device 32 to send
the configuration and performance data 50. The device 32
retrieves the configuration and performance data 50 and sends
a response 74. The network diagnostic application 44 may
repeat the query 70 for each device 32 communicating with
the residential gateway 22. The query 70 may be randomly or
periodically repeated for each device 32 to repeatedly obtain
fresh data.

The network diagnostic application 44 uses the configura-
tion and performance data 50 to diagnose the home network
24. The configuration and performance data 50, for example,
may describe the capacity usage (e.g., in bits per second) of a
communication link 76 between a device 32 and the residen-
tial gateway 22. The configuration and performance data 50
may describe a current bandwidth usage (such as bits per
second) for an Ethernet physical connection or for a WI-FI®
wireless connection. The network diagnostic application 44
may even combine information from different source devices
32 to characterize a single home LAN device. For example,
the network diagnostic application 44 may correlate informa-
tion broadcastby an IPTV set-top box with information in the
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residential gateway 22 to determine the physical connections
used by the IPTV set-top box and their status. The network
diagnostic application 44 may also measure and assess the
wireless frequencies that are used by the transceiver operating
in or with the residential gateway 22. Specifically, the net-
work diagnostic application 44 may measure wireless signal
strength (RSSI), adjacent or nearby wireless LANs, and
noises and interference sources present in the customer pre-
mises.

FIG. 5 is another schematic illustrating the graphical user
interface 20, according to exemplary embodiments. Once the
network diagnostic application 44 obtains the configuration
and performance data 50 (as FIG. 4 illustrated), the network
diagnostic application 44 generates the graphical user inter-
face 20. The graphical user interface 20 is a simple, easy-to-
understand home network management tool for customers
and for technicians. Even novice users may quickly and easily
diagnose and isolate problems in the home network 24. A
more knowledgeable user (such as a repair technician) may
select particular icons and/or graphical communications links
to obtain more detailed technical information concerning the
home network 24 and/or any of the devices 32 connected to
the residential gateway 22.

The graphical user interface 20 provides detailed informa-
tion but retains simplicity. The graphical user interface 20
provides a complete, but simulated, view of the home network
24, including the devices 32 and their respective communi-
cations links. The graphical user interface 20, however, also
provides different visual indications to attract the user’s atten-
tion when issues are detected. In this way, even the most
novice of users are able to identify problems in their home
network 24 using just the graphical user interface 20.

The graphical user interface 20 provides detailed informa-
tion in a simple fashion. The graphical user interface 20 may
be divided into three sections. A top section 80 (which may
occupy about ten percent (10%) of the screen) presents sev-
eral graphical tabs 82. Each tab 82 includes a category label
84. The user selects a particular tab 82 (perhaps by moving a
cursor 86 and clicking or selecting the tab 82) to obtain
information related to the corresponding category label 84.
Any aggregated and/or conceptual information which is not
associated with each specific communications link and
device 32 will be pulled and displayed. A middle section 88
(which occupies about eighty percent (80%) of the screen)
displays a simulated view 90 of a physical network topology
of the home network (illustrated as reference numeral 24 in
FIGS. 2-4). A bottom section 92 of the graphical user inter-
face 20 (which again occupies about ten percent (10%) of the
screen) presents normal information for each device 32 and
communications link 94 when user selects any icon 96 in the
simulated view 90.

FIG. 5, in particular, illustrates information related to an
“IPTV Streams” tab 100. The IPTV Streams tab 100 illus-
trates information related to distribution of high-bandwidth
Internet Protocol television data streams. Whereas conven-
tional user interfaces only display a logical view of network
topology, exemplary embodiments provide the simulated
view 90 of the physical network topology of the home net-
work 24. Each simulated communications link 94 or device
icon 96 represents a real network entity that physically and/or
wirelessly communicates with the residential gateway 22.
The graphical user interface 20 thus displays the icon 96 for
each device 32 and the graphical communications link 94
representing each corresponding physical or wireless com-
munication link. The graphical user interface 20, for example,
graphically illustrates a gateway icon 102 that represents the
residential gateway (illustrated as reference numeral 22 in
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FIGS. 2-4). The graphical user interface 20 also graphically
illustrates the icons 96 for each device 32 communicating
with the residential gateway 22. The icons 96 may visually
represent the type of each device 32 (such as a picture of a set
top box). The simulated view 90 of the physical network
topology is dynamically refreshed (randomly or periodically,
as explained above) depending on the device 32 and/or the
residential gateway’s data pull capability. The graphical user
interface 20 thus provides a real time view of the physical
network topology of the home network 24.

Each simulated device and communications link may
include alabel 110. The label 110 displays the unique Internet
Protocol address 60 and the logical name 62 which identifies
each particular device 32 communicating with the residential
gateway 22. The logical name 62 may be simple to under-
stand, such as “DVR” (identifying a digital video recorder) or
“STB” (identifying a set-top box). The graphical user inter-
face 20 also simulates each communications link 94 and
identifies its communications protocol or standard. F1G. 5, for
example, illustrates each Ethernet connection 112 to/from the
residential gateway 22 (such as “Ethernet 17 through “Ether-
net 4”) and the “Wi-Fi” wireless connection 114. The graphi-
cal user interface 20 thus displays a simple, but simulated,
view of the physical network topology of the home network
24.

The graphical user interface 20, however, also provides
even more detailed information. Because each device and
communications link is simulated, the user may simply obtain
detailed information. As FIG. 5 illustrates, the user may select
any icon 96 for more detailed information. Ifthe user mouses
over, hovers over, or otherwise selects any icon 96, the bottom
section 92 of the graphical user interface 20 presents more
detailed information. Should the cursor 86 hover over a “Set-
Top Box™ icon 116, for example, the corresponding logical
name 62 and its unique Internet Protocol address 60 is dis-
played in the bottom section 92 of the graphical user interface
20. Other detailed information may be displayed, such as a
corresponding Media Access Control (“MAC”) address 118,
communications link or connection type 120 (“HPNA™),
multicast sample rate conversion (“SRC”) 122, and/or multi-
cast stream rate 124.

FIGS. 6-8 are schematics illustrating bandwidth usage,
according to exemplary embodiments. Here exemplary
embodiments provide a simple, graphical illustration of band-
width usage in any communications link. Because the net-
work diagnostic application 44 queries each device 32 for the
configuration and performance data 50 (as FIG. 4 illustrated),
the graphical user interface 20 may graphically illustrate
bandwidth consumption by any device 32. When the network
diagnostic application 44 receives the configuration and per-
formance data 50, the network diagnostic application 44 is
informed of the communications protocol or standard (e.g.,
Ethernet, WI-FI®, etc.) and the bandwidth consumption
(such as the multicast stream rate 124) of each device 32. The
network diagnostic application 44 then causes the graphical
user interface 20 to graphically illustrate the bandwidth con-
sumed by any device 32. Because the communications pro-
tocol or standard is known (such as reference numerals 112,
114, and 120 illustrated in FIG. 5), the network diagnostic
application 44 retrieves a maximum data rate permitted by or
governed by the communications protocol or standard.

As FIG. 6 illustrates, the network diagnostic application 44
queries a rate table 130 stored in the memory 42. The rate
table 130 may be constructed as an extension of the device
table (illustrated as reference numeral 64 in FIG. 3). The rate
table 130 maps or associates the communications protocol or
standard 132 to the maximum data rate 134 permitted by the
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communications protocol or standard 132. The network diag-
nostic application 44 commands the processor 40 to retrieve
the maximum data rate 134 and to compare the maximum
data rate 134 to the bandwidth consumed 136 by each device
32 (perhaps identified by the corresponding logical name 62
and Internet Protocol address 60 for each device 32). The
network diagnostic application 44 then computes a percent-
age 138 of the bandwidth being consumed along any com-
munications link and/or by any device 32. The network diag-
nostic application 44, for example, commands the processor
40 to determine the percentage 138 of the bandwidth being
consumed as:

Bandwidth Consumed %100
Maximum Data Rate ’

The percentage 138 of the bandwidth being consumed may
be computed for each device 32 that communicates with the
residential gateway 22. The network diagnostic application
44 commands the processor 40 to dynamically refresh the rate
table 130 (either randomly or periodically) depending on the
device 32 and/or the residential gateway’s data pull capabil-
ity. The graphical user interface 20 thus again provides a real
time view of the physical network topology of the home
network 24.

FIG. 7 illustrates the bandwidth consumption. FIG. 7 is a
partial view of the graphical user interface 20. The features
shown in FIG. 7 are enlarged for clarity. FIG. 7 illustrates how
the graphical user interface 20 may simulate each communi-
cations link 94 as a pipe 150 having an outer diameter 152 and
an inner diameter 154. The outer diameter 152 represents the
maximum data rate that is permissible by the communica-
tions protocol or standard (illustrated, respectively, as refer-
ence numerals 134 and 132 in FIG. 6). The inner diameter 154
represents the bandwidth being consumed 136 (such as the
multicast stream rate 124 illustrated in FIG. 5) by each device
32 or along each physical or wireless communications link
(illustrated as reference numeral 76 in FIG. 4). The inner
diameter 154 is preferably scaled to the percentage 138 of the
bandwidth being consumed by the physical or wireless com-
munications link 76. For example, if an Ethernet communi-
cations link (such as the “Ehternet4” illustrated as reference
numeral 96 in FIG. 4) is consuming 50% of its maximum data
rate 134, then the inner diameter 154 is scaled to be 50% of the
outer diameter 152. If the “Ethernet]” communications link
(illustrated in FIG. 4) is consuming 30% of its maximum data
rate 134, then the inner diameter 154 is scaled to be 30% of the
outer diameter 152. Thicknesses of the outer diameter 152
and the inner diameter 154 thus provide a quick and visually
simple indication of bandwidth consumption.

FIG. 8 illustrates another indication of bandwidth con-
sumption. Here the graphical user interface 20 simulates each
communications link using graphical effects. Each commu-
nications link 94 is again illustrated as the pipe 150. The outer
diameter 152 again represents the maximum data rate 134 that
is permissible by the communications protocol or standard
132, yet here the maximum data rate 134 is illustrated using a
dashed line 160. The inner diameter 154 again represents the
bandwidth being consumed 136 by the communications link
94 or any device 32 along the communications link 94. The
inner diameter 154 is, conversely, illustrated using a solid line
162. The solid line 162 may even lie within the outer dashed
line 160 ofthe pipe 150 to further visually indicate bandwidth
consumption.
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FIGS. 6-8 also illustrate other indications of bandwidth
consumption. The total bandwidth being aggregately con-
sumed by the devices 32 cannot exceed the data rate (such as
the high-bandwidth service 28 illustrated in FIG. 2) being
received by the residential gateway 22. If any single device 32
requests more bandwidth that can be supplied by the residen-
tial gateway 22, then the request for content cannot be hon-
ored. When multiple devices 32 are requesting and/or receiv-
ing content, the aggregate total data rate being requested
and/or consumed cannot exceed the data rate being received
by the residential gateway 22. Similarly, the bandwidth along
any communications link 76, or the aggregate communica-
tions links, cannot exceed the data rate being received by the
residential gateway 22.

The network diagnostic application 44 may thus compare
bandwidth consumption to rules 170. The rules 170 are stored
in the memory 42 of the residential gateway 22. The rules 170
impose limits on data rates that may be consumed by any
individual device 32 and/or by aggregate devices 32. When
bandwidth consumption is less than or equal to some maxi-
mum threshold data rate, a rule 170 is satisfied. When, how-
ever, bandwidth consumption is greater than the maximum
threshold data rate, the rule 170 may cause the network diag-
nostic application 44 to flag or indicate an error. Exemplary
embodiments thus perform an automated diagnosis of the
home network 24 based on the configuration and perfor-
mance data 50 gathered from each device 32. The network
diagnostic application 44 processes the configuration and
performance data 50 and generates graphical user interface
20. The graphical user interface 20 may highlight diagnostic
results that necessitate action on the part of the user or the
technician.

The network diagnostic application 44 may thus cause the
graphical user interface 20 to further simulate bandwidth
consumption. The graphical user interface 20 may use color
coding 172 to highlight or emphasize issues of concern. The
network diagnostic application 44, for example, may color
code any of the simulated communications link 94 and/or
device icons 96 to again visually indicate bandwidth con-
sumption. Hach simulated communications link 94, for
example, may be color coded to indicate bandwidth con-
sumption. If a simulated communications link 94 is colored
green, for example, bandwidth consumption is tolerable and
satisfies the rule 170. If the simulated communications link 94
is colored yellow, however, bandwidth consumption is
approaching the maximum threshold data rate. The band-
width being consumed, in other words, may be within some
percentage or range of maximum threshold data rate. If the
simulated communications link 94 is colored red, though,
bandwidth consumption may exceed the maximum threshold
data rate. When bandwidth consumption may theoretically
exceed the maximum threshold data rate, the graphical user
interface 20 may further blink or flash the simulated commu-
nications link 94 to redundantly, but simply, indicate the
content request cannot be provided. The graphical user inter-
face 20 may thus visually emphasize any physical network
entity that has experienced some threshold crossing event,
thus indicating service may be impacted.

Thresholds may even be configurable. The rules 170, the
maximum threshold data rate, and any associated parameters
may be set and changed by the user. Default values are pro-
vided and may be selected or preconfigured. Each device 32
and/or communication link may thus be individually moni-
tored for excessive consumption.

The graphical user interface 20 thus provides a simple, but
information, real time view of the home network 24. Because
most users may not be technically experienced, these users
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may rely on the graphical user interface 20 to isolate and
locate problems in their home network 24. Even experienced
technicians, though, benefit from the graphical user interface
20. The simple, but detailed, graphical user interface 20 saves
time when diagnosing the home network 24, so technicians
need not drill down for more technical information for each
communications link and/or each device 32.

FIG. 9 is a schematic illustrating additional testing, accord-
ing to exemplary embodiments. Once the graphical user inter-
face 20 is generated, the network diagnostic application 44
allows the technician (or advanced, permitted user) to per-
form any test to diagnose the home network 24. The network
diagnostic application 44, for example, allows the technician
to perform an IPTV packet stream test 180 based on channels
that are currently tuned in by, or received by, an IPTV set-top
box, digital video recorder, or any other media-consuming
device. The network diagnostic application 44 may also allow
the technician to perform a network packet load test 182 by
generating packet traffic and by directing this traffic to a
single device 32 or to multiple devices 32 within the home
network 24. The technician may also connect test hardware
(via hardware interface 184) for testing purposes. The tech-
nician, for example, may connect an Ethernet to HPNA
bridge 186, which may perform physical measurements 188
of the home phone networking alliance communication link
to the residential gateway 22. This test hardware, for example,
may use the Computer Emergency Readiness Team (or
“CERT”) protocol to test and measure as defined in ITU-T
Recommendation G.9954. These measurements may com-
prise data rate, signal-to-noise ratio (SNR), noise and inter-
ference power spectral density (PSD), received signal level or
power, packet loss rate, packet error rate, and other related
parameters that may help diagnose the home network 24.

FIG. 10 is a schematic illustrating remote reporting,
according to exemplary embodiments. Here the network
diagnostic application 44 may self-report any diagnostic data
200 that describes the performance and/or operation of the
home network 24. The network diagnostic application 44
may cause the processor 40 to generate a diagnostic report
202 comprising the diagnostic data 200. The diagnostic report
202, for example, may include any of the configuration and
performance data 50 collected from the devices 32. The diag-
nostic report 202 may also include any information deter-
mined or calculated by the network diagnostic application 44,
such as the device table 64 and/or the rate table 130. The
diagnostic report 202 is sent via the data network 26 to a
communications address (such as an Internet Protocol
address) associated with a diagnostic server 204. The diag-
nostic report 202 is thus uploaded to the diagnostic server 204
for analysis, logging, and/or reporting. The diagnostic report
202 may include information that uniquely describes the resi-
dential gateway 22 and/or the home network 24. The diag-
nostic report 202 may even identify the devices 32 operating
in the home network 24 and/or connected to the residential
gateway 22.

Exemplary embodiments may be applied regardless of net-
working environment. The communications network 26 may
be a cable network operating in the radio-frequency domain
and/or the Internet Protocol (IP) domain. The communica-
tions network 26, however, may also include a distributed
computing network, such as the Internet (sometimes alterna-
tively known as the “World Wide Web”), an intranet, a local-
area network (LAN), and/or a wide-area network (WAN).
The communications network 26 may include coaxial cables,
copper wires, fiber optic lines, and/or hybrid-coaxial lines.
The communications network 26 may even include wireless
portions utilizing any portion of the electromagnetic spec-
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trum and any signaling standard (such as the IEEE 802 family
of standards, GSM/CDMA/TDMA or any cellular standard,
and/or the ISM band). The communications network 26 may
even include powerline portions, in which signals are com-
municated via electrical wiring. The concepts described
herein may be applied to any wireless/wireline communica-
tions network, regardless of physical componentry, physical
configuration, or communications standard(s).

Exemplary embodiments improve workflow execution.
From the perspective of the premises technician, the graphi-
cal user interface 20 allows the technician to quickly identify
the physical layout of the customer’s home network 24,
which saves time as compared to manually sorting through
tangled cables that run throughout the customer’s home. The
automated analysis presented by the network diagnostic
application 44 affords the premises technician access to
expert diagnostics and analysis without requiring technical
training in these subject matters. The tool also provides a
real-time data and test capability within the customer’s home.
Because the tool collects data from the home network 24
(e.g., the customer’s LAN), the data is not subject to delay and
latency of data collected from the telecommunications opera-
tor’s element management systems, nor is the analysis limited
to the data or parameters that are reported by such systems.

Exemplary embodiments also improve troubleshooting
efforts. The optional active test capabilities (as explained with
reference to FIG. 9) provide the technician with a variety of
troubleshooting tools that may be used in correcting prob-
lems. For example, the IPTV packet stream test 180 may be
used by the technician to perform trouble isolation to the
home network 24 or to network elements outside the home.
The Ethernet to HPNA bridge 186 may be used to perform
physical measurements that extend or enhance the test capa-
bilities of existing dedicated test devices. The diagnostic
report 202 (as explained with reference to FIG. 10) may
provide benefits to the technician by integrating the present
invention with existing OSS/BSS systems.

Exemplary embodiments also benefits network service
providers. The network diagnostic application 44 reduces
operational expenditure and capital expenditure. On the
operational side, the network diagnostic application 44
speeds up premises technician workflows and reduces mul-
tiple dispatches, failed fixes, and the like, which contribute to
overall higher productivity and lower repair costs. The net-
work service providers also benefit from improvements to
repair processes in terms of customer satisfaction and churn
reduction. On the capital side, the network diagnostic appli-
cation 44 may allow the network service providers to reduce
or defer capital expenses related to dedicated test tools used
by premises technicians.

FIG. 11 is a schematic illustrating local and remote man-
agement of the home network 24, according to exemplary
embodiments. Here the network diagnostic application 44
may actively leverage the configuration and performance
(“C&P”) data 50 captured by the residential gateway 22. The
configuration and performance data 50 may be used to opti-
mize bandwidth consumption and/or service quality in the
home network 24. For example, once the network diagnostic
application 44 self-reports the diagnostic data 200 in the
diagnostic report 202, the network diagnostic application 44
may take management actions that reduce bandwidth con-
sumption in the home network 24. The network diagnostic
application 44 may additionally or alternatively improve the
Quality of Service (QoS) of the home network 24.

As FIG. 11 illustrates, the network diagnostic application
44 may invoke a management module 210. The management
module 210 may cooperate with the network diagnostic
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application 44 to make configuration changes to the home
network 24. The management module 210 may include rules
212 that respond to the configuration and performance data
50 collected from the devices 32 (as explained with reference
to FIGS. 4-6). The configuration and performance data 50, for
example, may be compared to the rules 212. If any of the
configuration and performance data 50 satisfies some rule
212, then the management module 210 may cause the net-
work diagnostic application 44 to take an action defined by
the rule 212.

As FIG. 11 also illustrates, the network diagnostic appli-
cation 44 may also be remotely and/or manually commanded
to take action. When the network diagnostic application 44
sends the diagnostic report 202, the network diagnostic appli-
cation 44 may receive one or more commands 214. The
commands 214 instruct the network diagnostic application 44
to implement some action to improve the home network 24.
FIG. 11 illustrates the commands 214 remotely originating
from the diagnostic server 204, but the commands 214 may
additionally or alternatively originate from any management
entity (such as a network operations center). The network
diagnostic application 44 may also be commanded to take
actions using the graphical user interface 20 and/or an inter-
face 220 at each device 32. Access permissions may be
granted to the user or to the technician to take actions that
improve the performance of the home network 24, inresponse
to the configuration and performance data 50 captured by the
residential gateway 22. Moreover, the client-side diagnostic
application 72 may itself take actions that improve the per-
formance of the home network 24 or the physical communi-
cations link 76 servicing the device 32. The client-side diag-
nostic application 72 may also have selectable options in
response to the configuration and performance data 50 cap-
tured from the device 32.

However the home network 26 is managed, the configura-
tion and performance data 50 may be leveraged. The configu-
ration and performance data 50 may be used to actively opti-
mize bandwidth consumption by the device 32 and/or the
physical communications link 76. The configuration and per-
formance data 50 may be used to improve the quality of
service provided to the home network 24. For example, the
configuration and performance data 50 may be used to adjust
video stream bandwidth and/or stream quality of the IPTV
client device 32. Bandwidth and stream quality may also be
adjusted based on current bandwidth data, a type of the end
device 32, and/or a type of video display attached to the end
device 32 (which may all be described by, or derived from, the
configuration and performance data 50). Another example
may move one or more high-bandwidth users from congested
links to uncongested links. When a wireless communications
link to the residential gateway 22 is congested, for example,
one or more users may be automatically or manually switched
to a HPNA or Ethernet communications link to resolve traffic
congestion and thereby improve service quality. As another
example, the carrier frequency of a WI-FI® transmission may
be switched to a different carrier frequency in the home net-
work 26 to reduce congestion and/or to improve signal qual-
ity. These actions may be automatically implemented via the
management module 210, via the remote commands 214,
and/or via manual inputs from the graphical user interface 20
and/or the interface 220 at each device 32.

Exemplary embodiments may be physically embodied on
or in a computer-readable storage medium. This computer-
readable medium may include CD-ROM, DVD, tape, cas-
sette, floppy disk, memory card, and large-capacity disks.
This computer-readable medium, or media, could be distrib-
uted to end-subscribers, licensees, and assignees. A computer

10

15

20

25

30

35

40

45

50

55

60

65

12

program product comprises processor-executable instruc-
tions for diagnosing the home network 24, as the above para-
graphs explained.

While the exemplary embodiments have been described
with respect to various features, aspects, and embodiments,
those skilled and unskilled in the art will recognize the exem-
plary embodiments are not so limited. Other variations, modi-
fications, and alternative embodiments may be made without
departing from the spirit and scope of the exemplary embodi-
ments.

The invention claimed is:

1. A system, comprising:

a processor; and

a memory storing code that when executed causes the

processor to perform operations, the operations com-
prising:

monitoring, by a residential gateway, bandwidths being

individually consumed by different devices in a home
network;

populating a data table with the bandwidths being indi-

vidually consumed by the different devices in the home
network;

generating a simulated view of a topology of the home

network, the simulated view having different icons that
represent the residential gateway and each one of the
different devices;

generating simulated communications links in the simu-

lated view, each one of the simulated communications
links representing a physical communication link
between the residential gateway and a device of the
different devices; and

receiving a selection of a simulated communications link

of the simulated communications links in the simulated
view to display a bandwidth being consumed by a cor-
responding one of the different devices physically con-
nected to the residential gateway.

2. The system of claim 1, wherein the operations further
comprise querying the corresponding one of the different
devices for the bandwidth being consumed.

3. The system of claim 1, wherein the operations further
comprise summing the bandwidths being individually con-
sumed to determine a total bandwidth being consumed.

4. The system of claim 3, wherein the operations further
comprise comparing the total bandwidth being consumed to a
maximum data rate.

5. The system of claim 4, wherein the operations further
comprise determining a percentage consumption of the maxi-
mum data rate being consumed by any one of the different
devices.

6. The system of claim 5, wherein the operations further
comprise graphically illustrating the percentage consump-
tion.

7. The system of claim 1, wherein the operations further
comprise switching a frequency of a wireless portion of the
home network to adjust the bandwidth being consumed.

8. A method, comprising:

monitoring, by a residential gateway, bandwidths being

individually consumed by different devices using a
home network;

populating, by the residential gateway, an electronic data

table with the bandwidths being individually consumed
by the different devices;

generating, by the residential gateway, a simulated view of

a topology of the home network, the simulated view
having different icons that represent the residential gate-
way and each one of the different devices, the simulated
view having simulated communications links with each
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one of the simulated communications links representing
a physical communication link between the residential
gateway and any device of the devices;

receiving, by the residential gateway, an input selecting a

simulated communications link of the simulated com-
munications links; and

causing display, by the residential gateway, of a bandwidth

being consumed by the physical communications link
that corresponds to the input.

9. The method of claim 8, further comprising:

determining a network address that is associated with the

physical communications link that is physically con-
nected to the residential gateway;

querying the electronic data table for the network address,

the electronic data table having electronic associations
between network addresses and the bandwidths being
individually consumed by the different devices in the
home network; and

retrieving the bandwidth from the electronic data table, the

bandwidth electronically associated with the network
address that is associated with the physical communica-
tions link.

10. The method of claim 8, further comprising summing
the bandwidths being individually consumed to determine a
total bandwidth being consumed.

11. The method of claim 10, further comprising comparing
the total bandwidth being consumed to a maximum data rate.

12. The method of claim 11, further comprising determin-
ing a percentage consumption of the maximum data rate
being consumed by the physical communications link.

13. The method of claim 12, further comprising graphi-
cally illustrating the percentage consumption.

14. The method of claim 8, further comprising switching a
frequency of a wireless portion of the home network to adjust
the bandwidth being consumed.

15. A memory device storing instructions that when
executed cause a processor to perform operations, the opera-
tions comprising:
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populating, by a residential gateway, an electronic data
table with bandwidths being individually consumed
along physical communications links in a home network
that are physically connected to the residential gateway;

generating, by the residential gateway, a simulated view of
a topology of the home network, the simulated view
having an icon that represents the residential gateway,
and the simulated view having simulated communica-
tions links that represent physical communications links
between the residential gateway and different devices;

receiving, by the residential gateway, an input that selects a

simulated communications link of the simulated com-
munications links in the simulated view of the topology;
and

causing display, by the residential gateway, of a bandwidth

being consumed by the physical communications link
that corresponds to the input.

16. The memory device of claim 15, wherein the operations
further comprise displaying the simulated communications
link as a graphical pipe having an outer diameter and an inner
diameter, the outer diameter representing a maximum data
rate, and the inner diameter representing the bandwidth being
consumed.

17. The memory device of claim 15, wherein the operations
further comprise summing the bandwidths being individually
consumed to determine a total bandwidth being consumed.

18. The memory device of claim 17, wherein the operations
further comprise comparing the total bandwidth being con-
sumed to the maximum data rate.

19. The memory device of claim 18, wherein the operations
further comprise determining a percentage consumption of
the maximum data rate.

20. The memory device of claim 19, wherein the operations
further comprise graphically illustrating the percentage con-
sumption.



